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APPLIGATIONS - GONSTRUGTION MATERIALS

SMALL METAL SECTIONS
SMALL STEEL SECTIONS

SG & GREY IRON

PORCELAIN

INDIAN STONE & GRANITE
MARBLE

SLATE

CLASS A ENGINEERING BRICKS
CLAY PAVIORS / PIPES / TILES
FLINT AGGREGATE PRODUCT
CLASS B ENGINEERING BRICKS
REINFORCED CONCRETE - HEAVY

EXCELLENT
PERFORMANGE & OUTPUT
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c All concrete products Inc. heavily reinforced
REINFORCED CONCRETE - MEDIUM M All bricks including class A engineering
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-n Occasional use in small metal sections / abrasive materials
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LONDON BRICK i
GENERAL BUILDING BRICKS Segments > 17mm Conical Segments
CONCRETE ROOF TILES E Core > Multi layered silent / Shot-blasted
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Other > Vibration & noise reduced / Core protection

CEMENT SCREED
CELLULAR CONCRETE BLOCK

17wm TURED CONIGAL SEGMENTS

HOT ROLLED ASPHALT

ABRASIVE SAND / GRITSTONE

ASPHALT

ABRASIVE MORTAR

[ ] HIGHLY SUITED
B SUITABLE WITH RESERVATIONS
Il NOT SUITABLE

SIZES & MOST RELEVANT MAGHINE TYPE

DIMENSIONS DUCM-SILENT

(4'2") 115 x 22.23 mm 115DUCM-SILENT

(5") 125 x 22.23 mm 125DUCM-SILENT

(9”) 230 x 22.23 mm 230DUCM-SILENT

(12”) 300 x 20.00 mm 300DUCM-SILENT

ALTERNATIVE PROSUCTS
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ORBER LINE: 61309 552470

EMAIL: INFO@BURO-YOKOTA.G0.UK

Lower vibration thanks to consistent gap between
segments. Increase in product life thanks to the greater
size of the segment and decrease in noise due to less air
distortion in motion

30 BEGREE GULLETS
In line, 30 degree gullets help clear debris faster and they
improve life as a result

SHOT-BLASTED CORE

Undercut protection

NOISE SUPPRESSION

Welded conical segments and high technology
multi-layer steel core - resulting in both vibration and
noise reduction. Conical segment reduces airflow
around blade in motion, a significant contributor to
noise creation when cutting with a

diamond blade.

Multi-layer steel core further
takes tension and as a result,
resonance from blade in use: up
to 12db(A) lower sound emission.
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