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All types of brick including class A & B engineering  - All types of concrete including light & heavily reinforced
Stone such as Hard York - Occasional use in lightweight block and abrasive stone

DpwCDUwC

reinforced concrete 

DuwC Dpwc

wet core drilling of heavy duty & reinforced concrete applications
hand held or rig mounted external, no requirement for dust free drilling
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150 mm
Max 
Core 
Dia 

200 mm
Max 
Core 
Dia 

350 mm
Max 
Core 
Dia

AS200

350 mm
Max 
Core 
Dia

S350-1M S500-1M

500 mm
Max 
Core 
Dia

200 mm
Max 
Core 
Dia

202 mm
Max 
Core 
Dia

dr
ill

 r
ig

s

DIRECT FIT
TO ALL DRILLS 

OR EXTENSIONS

EXT1 EXT2

dmC6P dm12 hilti

DD130 DD160 DD200

Rig Mounted 
Reinforced Concrete

Max 162 mm
Standard Materials

202 mm

If Using Hand Held
Reinforced Concrete

Max 82 mm
Standard Materials

202 mm 

Rig Mounted Only 
In All Materials
Max 350 mm

ADDITIONAL CORE ADAPTORS

DD230

300 mm 
 

300 mm 

AD1 AD2 AD3 AD4 DP-SDS-1/2F

18 - 47mm
350 mm

½" BSP (M)
1-¼" UNC (M)

½" BSP (F)
1-¼" UNC (F)

½" BSP (M)
½" BSP (M)

½" BSP (F)
½" BSP (F)

SDS PLUS
½" BSP (F)

10 - 32 mm
200/ 350 mm

52 - 250 mm
450 mm

35 - 500 mm
350/450 mm

Diameters -
Lengths - 

ALL - 1-¼" UNC (M)  TO ½" BSP (F)
DD130 Suitable for Hilti DD100, 

DD120, DD130, DD150 & DD150-BI+ 

DP-DST-13L 
Water Tank
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All types of brick including class A & B engineering  - All types of concrete including light & heavily reinforced
Stone such as Hard York - Occasional use in lightweight block and abrasive stone
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core drilling of heavy duty applications 
where dust extraction is required

reinforced concrete 

Dudcc

ad3
adaptor

the dust free drilling process 
• A simple but incredibly efficient process enables core 
   drilling in any environment  - indoor or outdoor with minimal 
   dust creation 

• Use a suitable drill motor with a through spindle dust 
   extraction system such as the DD62 (page 173)

• The DD62 should be attached to a suitable 60mm collar
   mounted drill rig such as the B14 (page 179)

• Attach the DURO DUDCC core either to the DD62 either 
   directly or via the dry drilling hollow extensions

• Connect the DS25M vacuum to the dust extraction port

• During the drilling operation, the high-performance DS25M 
   vacuum system efficiently extracts dust from the drilling face  

• Dust is extracted through the solid barrel core, then passes 
   through the hollow extension (if fitted), continues through 
   the hollow spindle of the drill motor, and is finally drawn 
   into the vacuum system via the hose 

• 100% effective 

• To extend the reach of the DUDCC core drill use - 

     - EXT2DRY-150 or EXT2DRY-300 extension bars 
       for sizes 32, 42 & 52 mm        
     - EXT1DRY For sizes 65 to 202 mm 
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All types of brick including class A & B engineering  - All types of concrete including light & heavily reinforced
Stone such as Hard York - Occasional use in lightweight block and abrasive stone
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DD62 
DRILL MOTOR 

Dudcc

B14
DRILL RIG 

CORE DRILL 

DS25M
VACUUM 

200 mm
Max Core 
Diameter

Standard materials
262 mm Max 
Reinforced concrete
162 mm Max
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All brick & block types
Concrete

Lightly reinforced concrete

DDCDUSDC

brick / block / concrete brick / block 

DpDC DsDC

All light to medium brick 
and block types

DDC-rapide

Dry core drilling of light duty applications - hand held 
Internal and external- No option or requirements for dust extraction
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must haves for the drilling process 

pilot drill 
guide rod 
drift key 

To Drill Guide Hole

To Guide Core Into Cut

To Remove Guide Rod

All brick & block types
Concrete

Lightly reinforced concrete

brick / block / concrete 
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LIGHT DUTY DRILL MOTOR - 182 mm Max diameter in standard brick & block (hand held or rig mounted)

DM52D DD62 DMC6P
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38 - 152 mm 32 - 175 mm 38 - 202 mm 38 - 162 mm 38 - 175 mm

HEAVY DUTY DRILL MOTOR
Standard materials - 262 mm Max diameter (hand held or rig mounted) 
Reinforced concrete- 162 mm Max diameter (rig mounted) / 82 mm Max (hand Held)

HEAVY DUTY DRILL MOTOR 
Standard materials - 202 mm Max diameter (hand held or rig mounted) 
Reinforced concrete- 162 mm Max diameter (rig mounted) / 82 mm Max (hand Held)
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Dry core drilling of light duty applications 
where dust extraction is required

All brick & block types
Concrete

Lightly reinforced concrete

brick / block / concrete 
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DpDC-solid

ad3
adaptor

DM52D
motor

the dust free drilling process 
• A simple but incredibly efficient process enables core 
   drilling in any environment  - indoor or outdoor with minimal 
   dust creation 

• Use a suitable drill motor with a through spindle dust 
   extraction system such as the DM52D (page 172)

• Attach the DURO AD3 hollow core drill adaptor

• Attach the soild barrel DURO DPDC-SOLID core

• Connect the DS25Mvacuum to the dust extraction port

• During the drilling operation, the high-performance DS25M 
   vacuum system efficiently extracts dust from the drilling face  

• Dust is extracted through the solid barrel core, then directed 
   through the hollow adaptor and the hollow spindle of the drill 
   motor, before being drawn into the vacuum system via the 
   connected hose 

• The system is 100% effective 

• To extend the reach of the core use either the EXT2DRY-150 
   or EXT2DRY-300 hollow extension bars

Ds25D
vacuum

dpdc-solid
core drill
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HOLLOW 
ADAPTORDM52D DD62 DMC6P

HEAVY DUTY DRILL MOTOR
Standard materials - 262 mm Max diameter (hand held or rig mounted) 
Reinforced concrete- 162 mm Max diameter (rig mounted) / 82 mm Max (hand Held)

HEAVY DUTY DRILL MOTOR 
Standard materials - 202 mm Max diameter (hand held or rig mounted) 
Reinforced concrete- 162 mm Max diameter (rig mounted) / 82 mm Max (hand Held)

32 - 175 mm
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