ELEGTRIC SAW

3638

TECHNICAL DATA

Power Input § 110-120V: 1700W
Voltage § 110-120V - 50-60Hz
No Load Min | 6000 RPM
Arbor | 22.23 mm
Blade Diameter | 200 mm
Max Cutting Depth | 70 / 52 mm @ 45°
Overload Protection j Yes
Dimensions | 484 x 313 x 198 mm
Net Weight § 5.7 kg
Cord Length | 3.5m

ACCESSORIES

Part number Description

0299-0065-00004-002 174 x 1400 mm
Guide Rail

0299-0065-00004-001 174 x 800 mm
Guide Rail

0299-0106-00000-001 Guide Rail Connector
305-00179-000-001 Lever Clamp

200DUT

(Requires 22.23 Bush) Diamond Tile Blade

DRESS-STONE Dressing Stone

Hall-Effect ®
Switch

TILE & STONE CUTTING
266MM BIA

Optional
Guide Rail !

FULLY PORTABLE
FOR ON-SITE CUTTING

Parallel
Side Rail

SEEPER CUTS AN MITRE CUT ABILITY IN PORGELAIN TILE & STONE

SCS8

200 mm wet tile/stone portable cutting saw

Perfect for easy transport on site

Fast, precise wet cutting of tiles & decorative stone up to
70 mm thickness (max cut depth)

Ideal for on-site cutting of external porcelain, marble, granite
and concrete worktops

1700W brushed motor

Hall-Effect switch - free from dust & slurry

Integrated water feed quick release coupling

Parallel side rail included

Optional guide rail for precision / straight cuts

Sealable vacuum port for wet or dry cutting

Overload protection with LED load indicator

Bevel cutting capability & depth scale

Sighting notches

i

Use With DURO Quick Release ’ ) ;
" Supplied With A Hard Bevel Cutting
200DUT Tile Blade L;vsgq%li?;n PFI’E"’S“C Carry Case Capability

ALSO AVAILABLE FOR CUTTING TILE ANE STONE ¢ -
The ideal saw for cutting external
porcelain tile & stone

ORBER LINE: 01969 552470
MAIL: INFO@SURO-YOKOTAEO.UK SURD-BIAMONES.COM



